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The use of VPT conductive or static dissipative 
floor covering checks the influence of electrostatic 
charges in the sensitive work places. The effects 
of electrostatic influence is very serious, and many 
incidents include damage to integrated circuits in 
semiconductor production and loss of valuable data 
caused directly by a build up of static electricity. 

Static discharge may also cause inadvertent ignition 
of flammable and explosive substances. When two 
objects with electrostatic charge come into contact, 
electron movement occurs with electrification to 
positive and negative poles which are stationary at 
the points of mutual contact. 

Direct action against these points will cause 
instantaneous electric discharge, resulting in product 
damage, pollution or malfunction. Both UL and NFPA 
strongly recommend the use of conductive floor 
coverings for sensitive operations.

ASM’s Vinyl Plastic Technologies

Lifetime Conductivity Warranty.  
Resistant To Chemicals.

Where VPT is recommended:

	 Electronic Manufacturing Facilities

	 Computer/Server Room Installations

	 Cleanrooms

	 Assembly Factories

	 Telecommunications Rooms

	 Healthcare Laboratories

Superior polished finish that 
maintains its conductivity 
and appearance, in 10 NEW 
designer colors.

3160 Platinum 3161 Mint 3162 White

3163 Yellow 3164 Tundra 3165 Wintergreen

3166 Ice 3167 Diamond 3168 Cloud

3169 Glacier

Performance Conductive Static Dissipative
Resistance: point to ground 2.5 x 104 to 106 106    to 109

Resistance: point to point 2.5 x 104 to 106 106    to 109

Static Decay 5000 to 0 volts in < 0.01 sec 5000 to 0 volts in < 0.2 sec



PGD Electrical Grounding Clip

Is your floor grounded? If there is electrical build-up 
or a grounding problem on top of the floor, it can  
cause major problems and shut down your system.

ASM is the only manufacturer 
to comprehensively address 
grounding problems by 
incorporating a solid brass 
Positive Grounding Device (PGD) 
on every tile covered panel in 
a rigid grid system as standard 
equipment. A small detail solves 
a critical problem. The PGD is  
not required for the Corner- 
Lock system as it has a 1/4-20 
Fastener with paint cutting teeth 
for Positive Electrical Contact  
between panel and pedestal.

MECHANICAL
FASTENER

BRASS 
GROUNDING
CLIP

.125

THIS CONNECTION
ALLOWS CURRENT
TO FLOW FROM
PANEL TO
UNDERSTRUCTURE

Patented PGD Grounding Clip supplied on all data center room panels 

ASM’s high strength 

stringers deliver 

unprecedented strength 

because of their unique 

solid tube design.

ASM’s Solid  
Tube Design

Conventional
U-shaped stringer

Rigid Grid Understructure 
with Box Stringer



Grommets & Trims
Grommets and trims allow for simple connection of 

electronics through clean and attractive cut-outs. 

The face of the grommet slides to provide for cable 

adjustment.

ASM’s Seismic Braces
For those highest risk seismic projects, ASM offers 

one, two, three and four leg seismic braces that can 

easily be attached to any ASM pedestal for ultimate 

lateral support.

Lifting Devices
ASM provides a  variety of lifting devices, including 

double suction cup and airflow panel lifters - 

designed to make installations and alterations 

simple. They can be easily stored in Lifter Wall 

Mount Brackets.

Quick-Link Voice/Data Systems
Engineered using a completely portable “zone” 

approach, modular wiring can be adapted and 

changed easily, and without disturbances to phones, 

computers, and power to other users on the system. 

Quick and convenient changes and expansions can 

be a huge cost savings of the life-cycle of a building.

ASM’s Accessories

Cable Tray
Underfloor Cable Tray System  provides 

maximum accessibility and flexibility for your raised 

floor cabling needs.

Self Supporting
Patented vertical support that does not compromise 

raised floor support weight limitations or warranties.

No Stringer Types to Consider
Cable tray system is not suspended from tile 

stringers - it is independently supported, meaning no 

variables or regulations to consider.

Easy Drop-In Design
Cable tray components are designed to fit 24” raised floor 

designs - just drop through tile space and lock into place - 

no fastening required. No cutting or splicing needed. 

Add More Cable Tray Easily
Additional runs and layers of cable tray can easily be added 

or changed without waste, demolition or lost time.

Multiple Tray Sizes
24, 12 and 6 inch standard sizes. Others available upon 

request.
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